






























































































javascript:void(0);
















































https://home.solarmanpv.com





































	1 Safety Instructions
	1.1 Unpacking and Inspection
	1.2 Installation Safety
	1.3 Electrical Connection Safety
	1.4 Operation Safety
	1.5 Maintenance Safety
	1.6 Disposal Safety

	2 Product Description
	2.1 System Introduction
	2.2 Product Introduction
	2.3 Symbols on the Product
	2.4 LED Panel
	2.5 DC Switch
	2.6 PV Energy Storage System (PV ESS)
	2.6.1 PV Energy Storage System (PV ESS)
	2.6.2 Declaration For EPS Function
	2.6.3 Energy Management

	2.7 Parallel connection of inverters
	2.7.1 Grid-connected Parallel System, One EPS Port

	2.8 Retrofitting the Existing PV system

	3 Function Description
	3.1 Safety Function
	3.1.1 Protection
	3.1.2 Earth Fault Alarm

	3.2 Energy Conversion and Management
	3.2.1 Power Derating
	3.2.2 Regular Operational Voltage Range
	3.2.3 Regular Operational Frequency Range
	3.2.4 Reactive Power Regulation

	3.3 Communication and Configuration

	4 Unpacking and Storage
	4.1 Unpacking and Inspection
	4.2 Scope of Delivery
	4.3 Inverter Storage

	5 Mechanical Mounting
	5.1 Safety during Mounting
	5.2 Location Requirements
	5.2.1 Environment Requirements
	5.2.2 Carrier Requirements
	5.2.3 Angle Requirements
	5.2.4 Clearance Requirements

	5.3 Installation Tools
	5.4 Moving the Inverter
	5.5 Installing the Inverter

	6 Electrical Connection
	6.1 Safety Instructions
	6.2 Terminal Description
	6.3 Electrical Connection Overview
	6.4 EPS Wiring Diagram
	6.5 External Protective Grounding Connection
	6.5.1 External Protective Grounding Requirements
	6.5.2 Connection Procedure

	6.6 AC Cable Connection
	6.6.1 AC Side Requirements
	6.6.2 Connecting the AC Cable (EPS and GRID Cable)

	6.7 Sieyuan Energy Meter Connection
	6.8 DC Cable Connection (PV & Battery cable)
	6.8.1 PV Input Configuration
	6.8.2 Assembling the PV and battery Connectors
	6.8.3 Installing the PV and Battery Connector

	6.9 Communication Connection
	6.9.1 BAT-COM Connection
	6.9.2 Sieyuan Energy Meter Communication Connectio
	6.9.3 Battery Communication Connection
	6.9.4 COM Connection
	6.9.5 WIFI- RS485 Connection
	6.9.6 DRM-COM Connection


	7 Commissioning
	7.1 Inspection before Commissioning
	7.2 Powering on the System
	7.3 Download App
	7.4 Registration
	7.5 Create a Plant
	7.6 Add a Logger
	7.7 Network Configuration
	7.8 Stick Logger Installation
	7.9 Logger Status
	7.9.1 Check Indicator light

	7.10 Abnormal State Processing

	8 System Decommissioning
	8.1 Disconnecting the Inverter
	8.1.1 Disconnecting the Inverter
	8.1.2 Dismantling the Inverter
	8.1.3 Disposal of the Inverter

	8.2 Decommissioning the Battery

	9 Troubleshooting and Maintenance
	9.1 Troubleshooting
	9.2 Maintenance
	9.2.1 Maintenance Notices
	 9.2.2 Routine Maintenance


	10 Appendix
	10.1 Technical Data


